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(c) Specification for surface safety
valves (SSV) and underwater safety
valves (USV). All wellhead SSV’s,
USV’s, and their actuators which are
installed in the OCS shall conform to
the requirements in § 250.806 of this
part.

(d) Use of SSV’s and USV’s. All SSV’s
and USV’s shall be inspected, installed,
maintained, and tested in accordance
with API RP 14H, Recommended Prac-
tice for Use of Surface Safety Valves
and Underwater Safety Valves Off-
shore. If any SSV or USV does not op-
erate properly or if any fluid flow is ob-
served during the leakage test, the
valve shall be repaired or replaced.

(e) Approval of safety-systems design
and installation features. Prior to instal-
lation, the lessee shall submit, in du-
plicate for approval to the District Su-
pervisor a production safety system ap-
plication containing information rel-
ative to design and installation fea-
tures. Information concerning ap-
proved design and installation features
shall be maintained by the lessee at
the lessee’s offshore field office nearest
the OCS facility or other location con-
veniently available to the District Su-
pervisor. All approvals are subject to
field verifications. The application
shall include the following:

(1) A schematic flow diagram show-
ing tubing pressure, size, capacity, de-
sign working pressure of separators,
flare scrubbers, treaters, storage tanks,
compressors, pipeline pumps, metering
devices, and other hydrocarbon-han-
dling vessels.

(2) A schematic flow diagram (API
RP 14C, Figure E1) and the related
Safety Analysis Function Evaluation
chart (API RP 14C, subsection 4.3c).

(3) A schematic piping diagram show-
ing the size and maximum allowable
working pressures as determined in ac-
cordance with API RP 14E, Design and
Installation of Offshore Production
Platform Piping Systems.

(4) Electrical system information in-
cluding the following:

(i) A plan for each platform deck out-
lining all hazardous areas classified ac-
cording to API RP 500, Recommended
Practice for Classification of Locations
for Electrical Installations at Petro-
leum Facilities Classified as Class I,
Division 1 and Division 2, or API RP

505, Recommended Practice for Classi-
fication of Locations for Electrical In-
stallations at Petroleum Facilities
Classified as Class I, Zone 0, Zone 1,
and Zone 2, and outlining areas in
which potential ignition sources, other
than electrical, are to be installed. The
area outlined will include the following
information:

(A) All major production equipment,
wells, and other significant hydro-
carbon sources and a description of the
type of decking, ceiling, walls (e.g.,
grating or solid) and firewalls; and

(B) Location of generators, control
rooms, panel boards, major cabling/
conduit routes, and identification of
the primary wiring method (e.g., type
cable, conduit, or wire).

(ii) Elementary electrical schematic
of any platform safety shut-down sys-
tem with a functional legend.

(5) Certification that the design for
the mechanical and electrical systems
to be installed were approved by reg-
istered professional engineers. After
these systems are installed, the lessee
shall submit a statement to the Dis-
trict Supervisor certifying that new in-
stallations conform to the approved de-
signs of this subpart.

(6) The design and schematics of the
installation and maintenance of all
fire- and gas-detection systems shall
include the following:

(i) Type, location, and number of de-
tection sensors;

(ii) Type and kind of alarms, includ-
ing emergency equipment to be acti-
vated;

(iii) Method used for detection;
(iv) Method and frequency of calibra-

tion; and
(v) A functional block diagram of the

detection system, including the elec-
tric power supply.

[53 FR 10690, Apr. 1, 1988, as amended at 61
FR 60024, Nov. 26, 1996. Redesignated and
amended at 63 FR 29479, 29485, May 29, 1998; 65
FR 219, Jan. 4, 2000]

§ 250.803 Additional production system
requirements.

(a) General. Lessees shall comply
with the following production safety
system requirements (some of which
are in addition to those contained in
API RP 14C), incorporated by reference
in § 250.802(b) of this part.
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(b) Design, installation, and operation
of additional production systems. (1) Pres-
sure and fired vessels. Pressure and fired
vessels shall be designed, fabricated,
code stamped, and maintained in ac-
cordance with applicable provisions of
sections I, IV, and VIII of the ASME
Boiler and Pressure Vessel Code. All
existing uncoded vessels in use must be
justified and approval for continued
use obtained from the District Super-
visor no later than August 29, 1988.

(i) Pressure relief valves shall be de-
signed, installed, and maintained in ac-
cordance with applicable provisions of
sections I, IV, and VIII of the ASME
Boiler and Pressure Vessel Code. The
relief valves shall conform to the
valve-sizing and pressure-relieving re-
quirements specified in these docu-
ments; however, the relief valves, ex-
cept completely redundant relief
valves, shall be set no higher than the
maximum-allowable working pressure
of the vessel. All relief valves and vents
shall be piped in such a way as to pre-
vent fluid from striking personnel or
ignition sources.

(ii) Steam generators operating at
less than 15 pounds per square inch
gauge (psig) shall be equipped with a
level safety low (LSL) sensor which
will shut off the fuel supply when the
water level drops below the minimum
safe level. Steam generators operating
at greater than 15 psig require, in addi-
tion to an LSL, a water-feeding device
which will automatically control the
water level.

(iii) The lessee shall use pressure re-
corders to establish the new operating
pressure ranges of pressure vessels at
any time when there is a change in op-
erating pressures that requires new
settings for the high-pressure shut-in
sensor and/or the low-pressure shut-in
sensor as provided herein. The pres-
sure-recorder charts used to determine
current operating pressure ranges shall
be maintained at the lessee’s field of-
fice nearest the OCS facility or at
other locations conveniently available
to the District Supervisor. The high-
pressure shut-in sensor shall be set no
higher than 15 percent or 5 psi, which-
ever is greater, above the highest oper-
ating pressure of the vessel. This set-
ting shall also be set sufficiently below
(5 percent or 5 psi, whichever is great-

er) the relief valve’s set pressure to as-
sure that the pressure source is shut in
before the relief valve activates. The
low-pressure shut-in sensor shall acti-
vate no lower than 15 percent or 5 psi,
whichever is greater, below the lowest
pressure in the operating range. The
activation of low-pressure sensors on
pressure vessels which operate at less
than 5 psi shall be approved by the Dis-
trict Supervisor on a case-by-case
basis.

(2) Flowlines. (i) Flowlines from wells
shall be equipped with high- and low-
pressure shut-in sensors located in ac-
cordance with section A.1 and Figure
A1 of API RP 14C. The lessee shall use
pressure recorders to establish the new
operating pressure ranges of flowlines
at any time when there is a significant
change in operating pressures. The
most recent pressure-recorder charts
used to determine operating pressure
ranges shall be maintained at the les-
see’s field office nearest the OCS facil-
ity or at other locations conveniently
available to the District Supervisor.
The high-pressure shut-in sensor(s)
shall be set no higher than 15 percent
or 5 psi, whichever is greater, above the
highest operating pressure of the line.
But in all cases, it shall be set suffi-
ciently below the maximum shut-in
wellhead pressure or the gas-lift supply
pressure to assure actuation of the
SSV. The low-pressure shut-in sen-
sor(s) shall be set no lower than 15 per-
cent or 5 psi, whichever is greater,
below the lowest operating pressure of
the line in which it is installed.

(ii) If a well flows directly to the
pipeline before separation, the flowline
and valves from the well located up-
stream of and including the header
inlet valve(s) shall have a working
pressure equal to or greater than the
maximum shut-in pressure of the well
unless the flowline is protected by one
of the following:

(A) A relief valve which vents into
the platform flare scrubber or some
other location approved by the District
Supervisor. The platform flare scrubber
shall be designed to handle, without
liquid-hydrocarbon carryover to the
flare, the maximum-anticipated flow of
liquid hydrocarbons which may be re-
lieved to the vessel.
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(B) Two SSV’s with independent
high-pressure sensors installed with
adequate volume upstream of any
block valve to allow sufficient time for
the valve(s) to close before exceeding
the maximum allowable working pres-
sure.

(3) Safety sensors. All shutdown de-
vices, valves, and pressure sensors shall
function in a manual reset mode. Sen-
sors with integral automatic reset
shall be equipped with an appropriate
device to override the automatic reset
mode. All pressure sensors shall be
equipped to permit testing with an ex-
ternal pressure source.

(4) ESD. The ESD shall conform to
the requirements of Appendix C, sec-
tion C1, of API RP 14C, and the fol-
lowing:

(i) The manually operated ESD
valve(s) shall be quick-opening and
nonrestricted to enable the rapid actu-
ation of the shutdown system. Only
ESD stations at the boat landing may
utilize a loop of breakable synthetic
tubing in lieu of a valve.

(ii) Closure of the SSV shall not ex-
ceed 45 seconds after automatic detec-
tion of an abnormal condition or actu-
ation of an ESD. The surface-con-
trolled SSSV shall close in not more
than 2 minutes after the shut-in signal
has closed the SSV. Design-delayed
closure time greater than 2 minutes
shall be justified by the lessee based on
the individual well’s mechanical/pro-
duction characteristics and be ap-
proved by the District Supervisor.

(iii) A schematic of the ESD which
indicates the control functions of all
safety devices for the platforms shall
be maintained by the lessee on the
platform or at the lessee’s field office
nearest the OCS facility or other loca-
tion conveniently available to the Dis-
trict Supervisor.

(5) Engines. (i) Engine exhaust. Engine
exhausts shall be equipped to comply
with the insulation and personnel pro-
tection requirements of API RP 14C,
section 4.2c(4). Exhaust piping from
diesel engines shall be equipped with
spark arresters.

(ii) Diesel engine air intake. No later
than May 31, 1989, diesel engine air in-
takes shall be equipped with a device
to shutdown the diesel engine in the
event of runaway. Diesel engines which

are continuously attended shall be
equipped with either remote operated
manual or automatic shutdown de-
vices. Diesel engines which are not con-
tinuously attended shall be equipped
with automatic shutdown devices.

(6) Glycol dehydration units. A pres-
sure relief system or an adequate vent
shall be installed on the glycol regen-
erator (reboiler) which will prevent
overpressurization. The discharge of
the relief valve shall be vented in a
nonhazardous manner.

(7) Gas compressors. Compressor in-
stallations shall be equipped with the
following protective equipment as re-
quired in API RP 14C, sections A4 and
A8.

(i) A Pressure Safety High (PSH), a
Pressure Safety Low (PSL), a Pressure
Safety Valve (PSV), and a Level Safety
High (LSH), and an LSL to protect
each interstage and suction scrubber.

(ii) A Temperature Safety High
(TSH) on each compressor discharge
cylinder.

(iii) The PSH and PSL shut-in sen-
sors and LSH shut-in controls pro-
tecting compressor suction and
interstage scrubbers shall be designed
to actuate automatic shutdown valves
(SDV) located in each compressor suc-
tion and fuel gas line so that the com-
pressor unit and the associated vessels
can be isolated from all input sources.
All automatic SDV’s installed in com-
pressor suction and fuel gas piping
shall also be actuated by the shutdown
of the prime mover. Unless otherwise
approved by the District Supervisor,
gas-well gas affected by the closure of
the automatic SDV on a compressor
suction shall be diverted to the pipe-
line or shut in at the wellhead.

(iv) A blowdown valve is required on
the discharge line of all compressor in-
stallations of 1,000 horsepower (746
kilowatts) or greater.

(8) Firefighting systems. Firefighting
systems for both open and totally en-
closed platforms installed for extreme
weather conditions or other reasons
shall conform to subsection 5.2, Fire-
water systems, of API RP 14G, Fire
Prevention and Control Open Type Off-
shore Production Platforms, and shall
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require approval of the District Super-
visor. The following additional require-
ments shall apply for both open- and
closed-production platforms:

(i) A firewater system consisting of
rigid pipe with firehose stations or
fixed firewater monitors shall be in-
stalled. The firewater system shall be
installed to provide needed protection
in all areas where production-handling
equipment is located. A fixed
waterspray system shall be installed in
enclosed well-bay areas where hydro-
carbon vapors may accumulate.

(ii) Fuel or power for firewater pump
drivers shall be available for at least 30
minutes of run time during a platform
shut-in. If necessary, an alternate fuel
or power supply shall be installed to
provide for this pump-operating time
unless an alternate firefighting system
has been approved by the District Su-
pervisor.

(iii) A firefighting system using
chemicals may be used in lieu of a
water system if the District Supervisor
determines that the use of a chemical
system provides equivalent fire-protec-
tion control.

(iv) A diagram of the firefighting sys-
tem showing the location of all fire-
fighting equipment shall be posted in a
prominent place on the facility or
structure.

(v) For operations in subfreezing cli-
mates, the lessee shall furnish evidence
to the District Supervisor that the fire-
fighting system is suitable for the con-
ditions.

(9) Fire- and gas-detection system. (i)
Fire (flame, heat, or smoke) sensors
shall be installed in all enclosed classi-
fied areas. Gas sensors shall be in-
stalled in all inadequately ventilated,
enclosed classified areas. Adequate
ventilation is defined as ventilation
which is sufficient to prevent accumu-
lation of significant quantities of
vapor-air mixture in concentrations
over 25 percent of the lower explosive
limit (LEL). One approved method of
providing adequate ventilation is a
change of air volume each 5 minutes or
1 cubic foot of air-volume flow per
minute per square foot of solid floor
area, whichever is greater. Enclosed
areas (e.g., buildings, living quarters,
or doghouses) are defined as those
areas confined on more than four of

their six possible sides by walls, floors,
or ceilings more restrictive to air flow
than grating or fixed open louvers and
of sufficient size to all entry of per-
sonnel. A classified area is any area
classified Class I, Group D, Division 1
or 2, following the guidelines of API RP
500, or any area classified Class I, Zone
0, Zone 1, or Zone 2, following the
guidelines of API RP 505.

(ii) All detection systems shall be ca-
pable of continuous monitoring. Fire-
detection systems and portions of com-
bustible gas-detection systems related
to the higher gas concentration levels
shall be of the manual-reset type. Com-
bustible gas-detection systems related
to the lower gas-concentration level
may be of the automatic-reset type.

(iii) A fuel-gas odorant or an auto-
matic gas-detection and alarm system
is required in enclosed, continuously
manned areas of the facility which are
provided with fuel gas. Living quarters
and doghouses not containing a gas
source and not located in a classified
area do not require a gas detection sys-
tem.

(iv) The District Supervisor may re-
quire the installation and maintenance
of a gas detector or alarm in any po-
tentially hazardous area.

(v) Fire- and gas-detection systems
shall be an approved type, designed and
installed in accordance with API RP
14C, API RP 14G, and API RP 14F, De-
sign and Installation of Electrical Sys-
tems for Offshore Production Plat-
forms.

(10) Electrical equipment. Electrical
equipment and systems shall be de-
signed, installed, and maintained in ac-
cordance with the requirements in
§ 250.403 of this part.

(11) Erosion. A program of erosion
control shall be in effect for wells or
fields having a history of sand produc-
tion. The erosion-control program may
include sand probes, X-ray, ultrasonic,
or other satisfactory monitoring meth-
ods. Records by lease, indicating the
wells which have erosion-control pro-
grams in effect and the results of the
programs, shall be maintained by the
lessee for a period of 2 years and shall
be made available to MMS upon re-
quest.

(c) General platform operations. (1)
Surface or subsurface safety devices
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shall not be bypassed or blocked out of
service unless they are temporarily out
of service for startup, maintenance, or
testing procedures. Only the minimum
number of safety devices shall be taken
out of service. Personnel shall monitor
the bypassed or blocked-out functions
until the safety devices are placed back
in service. Any surface or subsurface
safety device which is temporarily out
of service shall be flagged.

(2) When wells are disconnected from
producing facilities and blind flanged,
equipped with a tubing plug, or the
master valves have been locked closed,
compliance is not required with the
provisions of API RP 14C or this regu-
lation concerning the following:

(i) Automatic fail-close SSV’s on
wellhead assemblies, and

(ii) The PSH and PSL shut-in sensors
in flowlines from wells.

(3) When pressure or atmospheric ves-
sels are isolated from production facili-
ties (e.g., inlet valve locked closed or
inlet blind-flanged) and are to remain
isolated for an extended period of time,
safety device compliance with API RP
14C or this subpart is not required.

(4) All open-ended lines connected to
producing facilities and wells shall be
plugged or blind-flanged, except those
lines designed to be open-ended such as
flare or vent lines.

(d) Welding and burning practices and
procedures. All welding, burning, and
hot-tapping activities shall be con-
ducted according to the specific re-
quirements in § 250.402 of this part.

[53 FR 10690, Apr. 1, 1988; 53 FR 12227, Apr. 13,
1988, as amended at 55 FR 47753, Nov. 15, 1990;
61 FR 60025, Nov. 26, 1996. Redesignated and
amended at 63 FR 29479, 29485, May 29, 1998; 65
FR 219, Jan. 4, 2000]

§ 250.804 Production safety-system
testing and records.

(a) Inspection and testing. The safety-
system devices shall be successfully in-
spected and tested by the lessee at the
interval specified below or more fre-
quently if operating conditions war-
rant. Testing shall be in accordance
with API RP 14C, Appendix D, and the
following:

(1) Testing requirements for sub-
surface safety devices are as follows:

(i) Each surface-controlled sub-
surface safety device installed in a

well, including such devices in shut-in
and injection wells, shall be tested in
place for proper operation when in-
stalled or reinstalled and thereafter at
intervals not exceeding 6 months. If
the device does not operate properly, or
if a liquid leakage rate in excess of 200
cubic centimeters per minute or a gas
leakage rate in excess of 5 cubic feet
per minute is observed, the device shall
be removed, repaired and reinstalled,
or replaced. Testing shall be in accord-
ance with API RP 14B to ensure proper
operation.

(ii) Each subsurface-controlled SSSV
installed in a well shall be removed, in-
spected, and repaired or adjusted, as
necessary, and reinstalled or replaced
at intervals not exceeding 6 months for
those valves not installed in a landing
nipple and 12 months for those valves
installed in a landing nipple.

(iii) Each tubing plug installed in a
well shall be inspected for leakage by
opening the well to possible flow at in-
tervals not exceeding 6 months. If a liq-
uid leakage rate in excess of 200 cubic
centimeters per minute or a gas leak-
age rate in excess of 5 cubic feet per
minute is observed, the device shall be
removed, repaired and reinstalled, or
replaced. An additional tubing plug
may be installed in lieu of removal.

(iv) Injection valves shall be tested in
the manner as outlined for testing tub-
ing plugs in paragraph (a)(1)(iii) of this
section. Leakage rates outlined in
paragraph (a)(1)(iii) of this section
shall apply.

(2) All PSV’s shall be tested for oper-
ation at least once every 12 months.
These valves shall be either bench-test-
ed or equipped to permit testing with
an external pressure source. Weighted
disk vent valves used as PSV’s on at-
mospheric tanks may be disassembled
and inspected in lieu of function test-
ing.

(3) The following safety devices shall
be tested at least once each calendar
month, but at no time shall more than
6 weeks elapse between tests:

(i) All PSH and PSL,
(ii) All LSH and LSL controls,
(iii) All automatic inlet SDV’s which

are actuated by a sensor on a vessel or
compressor, and
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